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Introduktion

Dette bestillingsnummer er en variant af basisudgaven. 
Varianten har følgende afvigelser ud fra basisudgaven. SW 2.5 :

AK-SM 350
SW 2.5x

AK-SM 350
080Z8508, 
SW 1.5x

Punkter i displayet 65 98

Service logs 65 200

Anlægsstyring. Afrimningsgrupper 10 20

Anlægsstyring. Adaptiv afrimningsgrupper 5 10

Max. antal regulatorer på anlægslisten 65 200

Max. antal EKC regulatorer 65 120

Max. antal EKC varianter 20 15

Type Målepunkter Beskrivelse Sprog Bestillings-
nummer

AK-SM 350 16
Med indgange for PT 1000 ohm,
PTC 1000 ohm , NTC 5000 ohm
Antal målepunkter i displayet = 98

Engelsk, Dansk, Svensk, Finsk 080Z8508

Bestilling

Display med 98 punkter

I oversigtsbilledet kan alle de definerede punkter ses. Her punkt 1, 
2, 30, 60 og 98.

Øvrige oplysninger: 
Se venligst manualen for AK-SM 350. Litteraturnummer RS8EF

Danfoss can accept no responsibility for possible errors in catalogues, brochures and other printed material. Danfoss reserves the right to alter its products without notice. This also applies to products 
already on order provided that such alternations can be made without subsequential changes being necessary in specifications already agreed.
All trademarks in this material are property of the respecitve companies. Danfoss and Danfoss logotype are trademarks of Danfoss A/S. All rights reserved.
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